TENTATIVE AGENDA
FEBRUARY 12, 2025 6:00 P.M.

%,,/J e
ARCHITECTURAL REVIEW BOARD

Meeting will immediately follow the Plan Commission Meeting that starts at 6:00 p.m.

The Architectural Review Board will convene at the City of Glendale Auditorium which will be
open to the public.

L MEETING CALLED TO ORDER

II. ROLL CALL

I1I. APPROVAL OF MINUTES: JANUARY 8. 2025

IV.  REVIEW OF PLANS FOR ATTACHED GARAGE AND TWO-STORY
ADDITION, CHRISTIAN ROBERTS, 66 FREDERICK LN.

V. MISCELLANEOUS

VL. ADJOURNMENT

Gabrielle Macaluso POSTED: 12:45 PM, FEBRUARY 7, 2025
Deputy City Clerk












FRONTENAC FORESTRY

Install and maintain tree protection fence as indicated on preservation plan for all trees marked SAVE.
Silt protection shall be installed in a trenchless manner if introduced within the critical root zone of any tree to be
SAVED. ( I.E. woodchips, wattles, and hay bales)

I hereby certify that I have viewed the premises and provided this professional opinion regarding the
survivability of significant trees on this site and abutting the site. Attached is a site plan illustrating the
recommended location of tree protection fencing. This fence is to remain erect throughout the
construction project . All tree inspections were performed from the ground and are limited in scope.
Tree and utility locations are approximate and locations of utilities are subject to change.
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Nick Wibbenmeyer
[.S.A. Certified Arborist
MW 6357A

FrontenacForestry@gmail.com ~ 2460 Driftwood Ln., St. Louis MO. 63146 ~ 314-496-2020



TREE STUDY
SITE PLAN REVIEW
1/14/2025

PROPERTY LOCATION: 66 Frederick Ln.

TREE D PRESERVE/ | ADJOINING COMMENTS C L S
SPECIES B TBR LOT
H
white oak 44" | PRESERVE CITY exposed/matted root flare, 59 | 40 87
co-dominant at 10',
compartmentalized wound on stem,
deadwood
American holly | 2x6" | PRESERVE YES multi-trunk, sucker growth, branch | 46 | 40 60
dieback
saucer 2x9" | PRESERVE YES multi-stemmed, minor deadwood 70 | 40 61
magnolia
black gum 31" | PRESERVE co-dominant at §', 64 | 40 61
compartmentalized wounds on stems,
deadwood
American elm | 24" | PRESERVE | SHARED exposed root flare, involved with 65 | 40 35
utility line, minor deadwood
hemlock 7" | PRESERVE multi-stemmed, included bark, thin | 48 | 40 68
crown, chlorotic
hemlock 8" | PRESERVE multi-stemmed, included bark, minor| 62 | 40 68
deadwood
pin oak 24" | PRESERVE YES exposed root flare, 48 | 40 84
compartmentalized wounds on trunk,
oak gall, co-dominant at 40",
deadwood
TOTAL TOTAL TREES DEAD/DYING/ | VIABLE TREES | # OF VIABLE # OF 2.5” OR
TREES VIABLE | REMOVED DISEASED REMOVED INCHES CALIPER REPLACEMENT
(@ or TREES REMOVE REMOVED REPLACEMENT COST @ $120
above 6” TREES PER CALIPER
DBH) REQUIRED INCH
(1 per 10” ($2,400 Max)
removed)
4 4 N/A N/A N/A N/A N/A N/A
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ERECT TREE PROTECTION

LINE OF THE TREE

1.

-

[~~~ root PRUNING
TRENCH

FENCE PRIOR TO ANY NOTES (CONT.)
WORK WITHIN THE DRIP 4. ROOT PRUNING SHALL MEET OR EXCEED ANSI A300 OR

APPROVED TREE CARE INDUSTRY STANDARDS,
DIGGING PROCESS

THE PRUNING TRENCH SHOULD BE CLEARED IN A WAY THAT
EXPOSES THE ROOTS WHILE LEAVING THEM INTACT.

USE HAND TOOLS OR AN AIR KNIFE |1} DO NOT USE AN
EXCAVATOR, AS THIS WILL PULL ON THE ROOTS AND
POSSIBLY DAMAGE THE TRUNK Ill) IF A ROOT LARGER
THAN 2" IS EXPOSED, LEAVE THIS ROOT INTACT AND
CONTACT LANDSCAPE SERVICES

ONCE THE ROOTS ARE EXPOSED, USE A SHARP TOOL TO

CLEANLY CUT ALL ROOTS WHICH ARE
BETWEEN 1-2" DIAMETER, TO THE DEPTH OF THE PROPOSED
DISTURBANCE

Z1

NOTES:

1.

ROOT PRUNING SHALL BE DONE WHENEVER THERE WILL BE
GRADING, CUTTING OR COMPACTION DISTURBANCE UNDERNEATH
THE DRIP LINE OF A TREE. PRIOR TO ANY WORK WITHIN DRIP LINE,

APPROPRIATE TOOLS INCLUDE SHARP LOPPING SHEARS,
HANDSAWS, A SHARPENED AXE, A ROOT PRUNER
GRINDER, A RECIPROCATING SAW AND ANY OTHER SHARP
TOOL WHICH LEAVES A CLEAN CUT

THE CONTRACTOR SHALL ERECT A TREE PROTECTION FENCE AND R N Ar e L EHANAWR CHAN TREGRER T

CONTACT AN ISA CERTIFIED ARBORIST TO COORDINATE WORK. NO

DISTURBANCE SHALL BE DONE WITHIN A DISTANCE OF 3X THE

DIAMETER OF THE TREE, DUE TO STABILITY CONCERNS. 23 ALL ROOTS SHALL BE LEFT WITH A CLEAN, SMOOTH ENDS
AND NO RAGGED EDGES

ROOT PRUNING SHALL BE DONE WITH A SHARP TOOL, IN SUCH A WAY

THAT DOES NOT PULL ON THE ROOTS, BUT LEAVES SMOOTH CUTS.

DO NOT TEAR ROOTS WITH EXCAVATION EQUIPMENT. IT 1S 3. POST PRUNING

PREFERABLE TO EXPOSE THE ROOTS PRIOR TO ROOT PRUNING, 31, TREE ROOTS MUST BE KEPT MOIST, IF ROOTS ENDS WILL BE

AFTER PRUNING, FILL THE AREA WITH QUALITY TOPSOIL AND WATER LEFT EXPOSED FOR MORE THAN 8 HOURS, COVER THE HOLE

UNTIL THOROUGHLY SOAKED. WITH MOIST BURLAP.

ONCE EXPOSED, ROOTS MUST BE COVERED WITHIN 8 HOURS. IF

ROOTS WILL BE LEFT EXPOSED FOR LONGER THAN 8 HOURS, THEY 32, FILL THE HOLE WITH HIGH QUALITY TOP SOIL, MULCH THE

MUST BE KEPT MOIST. ONE OPTION IS TO PUT MOIST BURLAP OVER
THE EXPOSED ROOTS.

AREA WITH TRIPLE SHREDDED HARDWOOD TO A DEPTH
OF 3", AND WATER WELL.
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LOT 15 IN BLOCK 2 OF FREDERICK LANE,
PLAT BOOK 34 PAGE 70
ST. LOUIS COUNTY, MISSOURI
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GRAPHIC SCALE

FREDERICK LN
FREDERICK LN,

NTS. FLOWER HILL OR

LOCATION MAP

PROPERTY DESCRIPTION
Lot 15 In Block 2 of Frederick Lane, according to the plot
ihereof recorded in Plat Book 34 Page 70 of the St. Louis
County Records.

GENERAL NOTES
This plat was prepared from informotion furnished this

Enginaering, Inc tho . Louis County Racorder
Offce, wihout the banelt of o - to=date e olcy
(rerciore there may b sasements. offeciing this. et
that are nof show on (hi piat of Survey:

2. Class of property ~ Urban.

3 (S) Survey distance
(R1) Record information per Piat Sook 34 Page 70.

(R2) Record information per Deed Book 24940 Page 4455

4. Basis of becring for this survey s the plot of Frderick Lane,
according fo e plat thereof recorded in Plot Book 3¢ Page
70 of the St. Louls Gounty Records

Note: Al ocation tas are perpandicular
o the praperty ine.

@ Comer 4 Wood Fence, 0.5 South

(©) ' Chain Link Fence Line, 0.2' Eost of Property Comer

@ £nd 6" Choin Link Fance an Froperty Line.

v & v i e o0 o

® & Choin Link Fence Line, 0.' Eost of Proparty Comr.
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Wa. St Louis Conty Surveyng & Enginsering, . hav,
et Robats dug the menin

Missourl Standords for Property Boundary Surveys, and the
its are shown hereon.

ST._LOUIS COUNTY SURVEYING & ENGINEERING, INC.
CORPORATE REGISTRATION NO. LS-168D

“h CHARLES 1 STROUD
PLS. 1423
STATE 'OF MISSOURI

W
S
L DS

CIVIL ENGINEERING

S1. Louts COUNTY SURVEYING & ENGINEERING, INC.
LAND SURVEYING

STLCSE@AOL.com

E-Mall

2015 Monchester R3. Sute 70 St Louts, Wissourl, 637131
Phone (314) 965-6732,

PLAT BOOK 34 PAGE 70
ST. LOUIS COUNTY, MISSOURI

PROPERTY BOUNDARY SURVEY

LOT 15 IN BLOCK 2 OF FREDERICK LANE,

66 FREDERICK LN.
ST. LOUIS, MO. 63122

CHRISTIAN FRAZER ROBERTS

Prepared For:

08 §_2024-075

PROPERTY BOUNDARY
SURVEY
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1. AREAS SIRGUNDING THS ST M CONTAN BT PEDESTIAN D VEHOLE
ARG, ALL NEGES o T
Shi B RESPONSILE
DR DETERVINIG AND MANTANNG SATE AND LFIGENT PROVECT LTS
NG % DELNES Wi

R SHALL BE RESPONSIELE FOR
syEy o) SESTRUCTON OF PROPERTY RELATED T0 TE GONSTRUCTION OF THIS
ROJECT.

2

ALL DEWOLITION DEBRIS SHALL BE REMOVED FROM THE STE AND PROPERLY
DISPOSED OF ACCORDING TO ALL FEDERAL, STATE, AND LOCAL REGULATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATNG ALL NECESSARY

INGPECTIONS W i, AN/ AL OTHER 'CONPANIES INVOLVED WITH
NTRAGIOR, SHALL ALS0 PAY ANY FEES ASSOGATED Wi

PERAITS, INSPECTIONS AND ANY OTHER GONSTRUGTION RELATED AGTMITES

. NTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS NOT 0 DANACE ANY
Ex\snnc ST FEATURES T FENAN. I ANY DAVACE 0CCURS, THE CONTRACTO
RESETATVE HAEDITELY. THE CONTRACTOR
St wsmm ALL TAAGED ITEWS T0 THE SATISFACRON OF THE OWNER A1 NO
ADDIIONAL G
5. UNDERGROUND FACILITIES, STRUCTURES, AND UTIUTES HAVE BEEN PLOTIED FROM

AVAILABLE SURVEYS ANO REGOROS AND THEREFORE THEIR LOGATIONS MUST BE

CONSIDERED APPROXIMATE ONLY. T IS POSSIBLE THAT THERE ARE OTHERS. THE

\ EXSIENGE OF WHGH IS NOT PRESENTLY KON 0F SHOWN. T 1S THE

1 RESPONSIBILITY OF THE G 70 DETERUNE THEIR EXISTENGE AND
EXACT LGCATON PRIOR T MY XGAATON O TRENGHNG, WORK To AV

NO ALTERATIONS TO THE EXISTING DRANAGE PATTERN ARE PROPOSED.

7. SANITARY SEWER SERVICE: NO CHANGE TO THE SEWER SERVICE IS PROFOSED.
B, WATER SERVICE: N CHANGE TO THE WATER SERVICE IS PROPOSED
9. GAS SERVICE: NO CHANGE TO THE GAS SERVICE IS PROPOSED.
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506 Ryan Dr.
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PROPOSED AREA
!

EA (SF) COVERACE ACRES PI__ CFS
ROOF 1900.16  10.11% 004 354 0.15¢
GRAVEL 000  0Q0% 0000 354 000D
PAENENT 301572  1604% D089 3.4 0245
LwN 13,888.11 B6% 0319 170 0542
TOS 1880308 100.00% 0432 0842

PROPOSED AREA

AREA (SP) COVERAGE ACRES Pl CFS
ROOF 588,44 2060% 0089 3.5¢ 0316
GRAVEL 000 0007 0000 Y
PAVEMENT 26663  1365% 0059

L 1234785 §567% 0283

TOTAS 1880398 100.00% 0432

0.085 GFS OF ADDIONAL RUNOFF WILL NEED TO BE MITIGATED
.065 / 3.54 * 43,560 = 800 SO FT NIN IMPERMOUS AREA NEEDS TO BE COLLECTED

950 SQ FT OF MPERVIOUS AREA WILL BE COLLECTED
CONTRIBUTING DRANAGE AREA = 950 S,
IMPERVIOUS COVER (1) = 100%

Rv = 0.05 + 0009 x 100% = 0.990

Wav = (Pe Ry x A)/12 = (25" x 0.95 x 950)/1

OLUME OF STORM WATER STORAGE.
'ASSUMING 40% POROSITY = 470.05 GF QF ROGK IS REQUIRED
USING A 4 FOOT ROGK DEPTH = 117,51 5. FT.

= 18802 CF.

2% 10 = 120 S

M8 Enginoering, Inc
606 Ryan Or.
Energy, 1L 62933
(314) 3683040
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